N, fiiA/Tier3
SP 7000 D

Stationary concrete pump Technical data

Designation SP 7000 D Stage IlIA/Tier 3
................ We|ghtkg 8800maxsmgleoutnggerloadkN/kg/lb41/4180/9215
................ Lengthmm 7030
................ He|ghtmm 2820
................ S 2180
................ oo rods|dedp|stons|ded
................ Pumpk|t et M ————
................ Dehverycylmdersmm 200x2000
................ Concreteoutputmaxm3/h e
Pressure on concrete max. bar 102 162
................ e
................ L LROCKWearpartsboths|descarb|de/chrome
................ Hoppercapac|ty e e
................ Hydraullcsystem
................ Des|gn opensystemdua|c|rcu|thydrau||cs
................ Hydrau||ctank e
................ e
................ i D|ese|eng|neCAT09
................ Eng|nep0werkW 280maxrpm1/m|n2200
................ L StagelllA/T|er3maxsoundleveldB(A)<123
................ Em|ss|oncontro|system
................ e
................ Equ|pment
Standard equipment - Pump kit P2020 - Cable remote control with 30 m cable - Batteries 2 x 12V, each with 143 Ah
- Dual-circuit hydraulic system - Four lashing eyes at the bottom (on-board voltage: 24 V)
- Double pressure accumulator - Four attachment points at the top - Supporting leg, two-stage
- Hydrostatically driven fan - Central greasing strip at the hopper - Pressure gauge for hydraulic pressure
- Fuel tank with double-sided - Emergency-off button at the hopper and for accumluated charge pressure
tank nozzles and water box - Carbide wearing parts
Options - Water pump - Hydraulic control unit - Various outlet options
- Hydraulic outriggers (f. e. for driving a shut-off valve) - Compressor
- Concrete vibrator on the grid - SmartSwitch - Floodlight

- Central lubrication system

Maximum concrete output and maximum pressure on concrete cannot be achieved simultaneously.
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Subject to technical and dimensional modifications. lllustrations are non-binding. The exact standard specification, the scope of delivery and the technical data are detailed in the offer.
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