
Nominal volume	 10 m³

Geom. drum volume	 17,040 l

Water line	 11,400 l

Trailer Line
Truck-mixer

MAN TGS 18.440 4x2 H 
EURO 6

AM 10 FHAC LL



Equipment
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Stetter truck-mixers. The benchmark for eff iciency.

Subject to technical and dimensional modifications. Illustrations are non-binding. The exact standard specification, the scope of delivery and the technical data are detailed in the offer.

Weight balance

Tractor unit MAN TGS 18.440 4x2 H EURO 6

Engine D2676, 12.4 l, 324 kW, EURO 6 Aluminum rims 

M-cabin Dump hydraulics

Wheelbase 3,600 mm HydroDrive

Aluminum fuel tank 400 l AdBlue tank 60 l

Semi-trailer Stetter 2-axle semi-trailer

Axle load 2 x 10 t (wheelbase 1,810 mm) RSS (Roll stability system)

1st axle liftable Frame covering

BPW axles, series SL (off-road version) Side impact protection (front and between the axles)

Alcoa aluminum rims with tires 425 / 65 R 22.5  Rear underride protection, foldable, with step

Mixer unit AM 10 FHAC LL (Light Line)

Mixing spirals made of Hardox 500 60 l admixture system (compressed-air version)

Mixing drum wall made of Hardox 400 Water connection on both sides “C-coupling”

Truck-mixer gear box ZF P5300 SMART Control mixer control

Aluminum compressed air water tank 300 l Ladder slide part made of aluminum

Stop valve mounted in water tank filling pipeline Camos camera system (rear and right side)

LED working lights Camos side sensors, right

Frame covering – aluminum chequer plate Mixing drum wall made of Hardox 400

Initial weight tractor unit MAN TGS 18.440 4x2 H EURO 6 7,640 kg

AM 10 FHAC LL (Light Line) semi-trailer 6,440 kg

Water tank filling 300 l 1.0 kg / l 300 kg

Admixture 60 l 1.0 kg / l 60 kg

Fuel 400 l 0.83 kg / l 332 kg

AdBlue / DEF 60 l 1.1 kg / l 66 kg

Driver 85 kg

Total operating weight 14,923 kg

Payload with 38 t GVW (gross vehicle weight) 23,077 kg

Concrete load 2,350 kg / m³ 9.82 m³


