
UltraEco 
Truck mixer

Nominal volume	 9 m3

Geom. drum volume	 15,000 l
Water line 	 10,200 l

Weight of mixer	 2,990 kg



UltraEco Truck mixerThe new UltraEco from Stetter

Maximum payload. 
Long service life.
With a weight of just 2,990 kg, the new UltraEco is the lightest 9m³ truck mixer body from SCHWING-Stetter. 
For high turnover with low emissions.

The UltraEco from Stetter: the benchmark for lightweight truck mixers. The latest generation of the UltraEco 
more than compensates for the additional weight of the new underride protection and the new truck mixer 
standard.

The UltraEco guarantees the safe and economical transportation of 8m³ of concrete (at 2.35 t/m³).

Truck mixer gearbox
The Ecomix II CML truck mixer 

transmission from ZF is significantly 
lighter than conventional mixer drives 

and is also particularly low-main-
tenance thanks to its lifetime oil 
filling. Thanks to its robustness 

and high-performance elastomer 
bearings, it can withstand even the 

toughest construction site conditions.

Reliability guaranteed
Stetter‘s standard 5-year warranty 

against premature wear on the mixing 
drum and mixing spirals provides 

security when it comes to wear costs 
(please note the conditions on page 8).

Tougher than concrete
Tougher than concrete: both the mixing 

drum of the UltraEco concrete mixer and 
the mixing blades and edge protection 

are made from high-strength steel with a 
nominal hardness of 500 HBW. Maximum 

hardness for minimum wear.

No stress
Before being welded into the mixing drum, the mixing spirals are edged 
at precisely defined positions. This allows them to follow the contour of 

the mixing drum even before they are installed. The edged mixing spirals 
can then be inserted and welded virtually stress-free. The patented 
process relieves the weld seams and extends the service life of the 

mixing spirals.

Strong Base
The frame of the truck-mixer is 

manufactured from high-quality 
S 500 MC steel. Coupled with the 

intelligent design, this allows weight to be 
reduced significantly while still retaining 

high stability and robustness.

Even easier to maintain
In addition to the already very 

accessible maintenance points, 
the new UltraEco offers a central 

lubrication strip for lubricating the 
rollers as well as the track ring.
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The new UltraEco from Stetter

The lightest 9 m³ truck mixer 
on the market

The new version of the UltraEco truck mixer from SCHWING-Stetter 
reduces the superstructure weight of the drum to less than 3 tonnes 
and enables a payload of 8 m³ of concrete with a permissible total 
weight of 32 tonnes on a weight-optimised EURO-6 8x4 chassis.



 

UltraEco Truck mixer

More Options

Swivelling feed hopper with separate or integrated hydraulics  Discharge spirals

Hydraulic chute adjustment drive  Ladder design with aluminium sliding section

Chute adjustment Drive fully hydraulic, electric (SmartControl)  Hinged part, steel (750 lg. ) with finger guard

Auxiliary headlights at the rear (mounted on the light carrier)  Hinged part, plastic material (750 lg.) with finger guard

Auxiliary headlights at the rear (mounted on the C-arm)  Stopcock below water tank

2 plastic extension channels (1,000 mm)  Water meter

Flowing concrete pipe transition piece  Rotating beacon on the stand platform (including lamp)

Flowing concrete pipe incl. bracket 5 m  Superplasticiser system 42 l plastic material

Wash-out system AWAYWASH MkII in black, assembled  Concrete spill protection

Broom and shovel holder (without broom and shovel)  Mounting bracket for sprayer Attachment to stand platform

Bucket holder (without bucket)  Mounting bracket for sprayer Attachment to outlet support frame

Standard equipment

ZF Ecomix II CML mixer gearbox  Mechanical mixer operation (Option: SMART 3.0)

Water and compressed air system  Swivel chute (1.500 mm lang)

Rear view camera according to EN 12609  Spray hose at the rear of the machine (10 m)

Spray hose on the stand platform (5 m) Mixing drum- and mixing spirals-steel: hardness of 500 HBW

LED-Worklights according to EN 12609  Ladder platform incl. stabiliser according to EN 12609

SMART 3.0 Electronic mixer control
The convenient and easy-to-operate SMART 3.0 mixer control system (optional) ensures a consistently low drum speed (Constant Speed Drive) 
– regardless of the mixer truck‘s travelling speed. By avoiding unnecessary drum revolutions, drum wear and fuel consumption are noticeably 
reduced and the revenue per tour increases. Typical processes such as loading and filling concrete buckets are simplified and sources of error are 
minimised. For greater efficiency and faster operation.

	 Stepless, ergonomic single-lever operation

	 Memory function integrated in the operating lever (recalling the last 
saved rotation speed; makes it easier to fill concrete buckets, for 
example)

	 Two freely selectable drum rotation speeds  
(Constant-Speed-Drive) can be called up at the touch of a button  
(e.g. for loading and emptying process, addition of superplasticiser, 
etc.)

	 Start-stop function for the diesel engine

	 Display of operating data (drum revolutions, operating hours)

	 Operation of the hydraulically swivelling feed hopper. (optional)

	 Raising and lowering the swivelling chute

	 Switching the optional LED work lights on and off

	 Illuminated control buttonsRear module Driver‘s cab module

Plasticiser system 60 l (compressed air) Ladder platform with step and guardrail extension 
in accordance with EN 12609 incl. fall protection

Optional heavy-duty box integrated in the rear 
underride protection

Wash-out system AWAYWASH MKII Hydraulically tilted feed hopper (simplifies 
high-pressure cleaning of the mixing drum)

Options

Water meter for exact water dosing with full scale 
values of 500 or 1,000 litres.

Retainer flap swivel chute 
(also retrofittable)

Consistency manometer - for displaying the 
operating pressure of the hydraulic system.
 

Storage box underneath the mudguardStorage box, lockable Chassis cover

Drum closure 
(3/4 or full closure)
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Stetter tuck mixers.
The benchmark for eff iciency.

Subject to technical and dimensional modifications. Illustrations are non-binding. The exact standard specification, the scope of delivery and the technical data are detailed in the offer.
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Technical Data
Mixer type AM 9/8 FHC - UltraEco

Nominal volume m³ 9

Geometric drum volume l 15,000

Water line l 10,200

Fill ratio % 60

Drum inclination deg. 12.45

Drum speed rpm. 0 - 12/14

Drum diameter mm 2,300

Mixer weight* kg 2,990

Height of feed hopper** mm 2,546

Clearance height** mm 2.546

Warranty*** yrs. 5

*	 Weight specifications when completely assembled / ready for operation according to DIN 70020, deviation +/- 5 % 
**	 Without base frame 
***	Covering premature wear on the mixing drum and the mixing spirals when using the truck-mixer in connection with ready-mix concrete plants, for single-shift operations when 

transporting concrete in the amount of up to 8,000 m³/year, and when conducting a free annual inspection of the mixing drum at a SCHWING-Stetter service centre


